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TrimlinePlus Hi-Lo™
. Wall Mounted  Approx.
Senes Stock Viewing Dimensions Shipping
Specifications Descripton Number Area A B C | Weight
continued from preceding page
29001 14" x 17" 22 14 3-1/4 23 1b
356x432 | 559 356 8.3 -
SWITCH
29002 28"x 17" 22 28 3-1/4 45 b
71.2x432 | 559 712 83 -
29003 42" x 17" 22 42 3-1/4 —
106.8x 43.2 | 55.9106.8 8.3 o
29004 56" x 17" 22 56 3-1/4 a3ib
142.4x43.2 | 55.9142.4 8.3 5
29005 70"x 17" 22 70 3-1/4 118 1b
178.0x43.2 | 55.9 178 8.3 8
Letters reference dimensions shown
in the right hand column. 29006 84" x 17" 22 84 3-1/4 143 Ib
2136 x432 | 55.9213.6 8.3 .
Standard Features...
B Variable light intensities.

(6 bulbs dim to 4 bulbs) per viewing area. 29011 14" x 34" 44 14 3-1/4 57 Ibs
M Film activated auto switches. 35.6x86.4 [111.835.6 8.3 t
M Cluster switches and a master switch

on 2 over 2 units and up.

B Gravity roller grip film retainer. 29022 28" x 34" 44 28 3-1/4
W Wolf's E-Z" Bar™ for easy 71.2x864 |111.8712 83 | 94Ibs.
surface wall mounting. Simply

mount the bar on the wall and

slip the illuminator over it. See

pagE 26 fordetali: 29033 42 X34 | 44 42 BV4 |

106.8 x 86.4 | 111.8106.8 8.3 "
Optional Features
M Hospital grade plug.
B A frame for recessed mounting.
B A mobile stand (see page 13).
W Custom room installations 29044 56" x 34" 44 56 3-1/4 76 ik

(See page 13). 142.4x86.4 |111.8142.4 8.3 o
Ordering Information
B Use stock numbers to place your

29055 70" x 34" 44 70 3-1/4

aar g 178.0x86.4 [111.8 178 83 | 2131bs.
M If you want a recessed illuminator, > * ) :

order the appropriate Recessing Kit.

Stock numbers for Recessing Kits are

on page 26.

B See technical specifications, page
65 and 77 for detailed recessed 29066 84"x 34" | 44 84 3-1/4 250 Ibs
installation Information. 213.6x86.4 | 111.8213.6 8.3 '
Wolf X-Ray llluminators comply
¢ susten With all ACR Recommendations.




